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OFFSHORE KABLOLARI

MGSGO (VG 95218/60)
HALOJENS‹Z, DÜfiÜK DUMAN YO⁄UNLUKLU, ALEV ‹LETMEZ GÜÇ KABLOSU
HALOGEN FREE, LOW SMOKE DENSITY, FLAME RETARDANT POWER CABLE

KABLO YAPISI

1- ‹LETKEN : Elektrolitik, kalayl› ve bükülü bak›r tel. IEC 60228 S›n›f 2 (S›n›f 5 iste¤e ba¤l›)

2- ‹ZOLASYON : Halojensiz EPR veya halojensiz HEPR.

3- DOLGU : Halojensiz bileflik

4- EKRAN : Elektrolitik, kalaylı bakır tellerden örülmüfl ekran ( kapatma oranı: %90 ).

5- DIfi KILIF : Halojensiz, çapraz ba¤lı poliolefin bileflik. ‹ste¤e ba¤lı olarak çamur dayanımlı yapılabilir.

CABLE STRUCTURE

1- CONDUCTOR : Electrolytic, stranded, tinned copper wire IEC 60228 Class 2 (Class 5 on request).

2- INSULATION : Halogen free EPR or Halogen free HEPR

3- BEDDING : Halogen free compound.

4- SCREEN : Electrolytic, tinned copper braided screen ( 90% coverage ).

5- OUTER SHEATH : Halogen free, cross-linked polyolefin compound. Mud resistant on request.

ÜRET‹M VE TEST STANDARTLARI / PRODUCTION AND TEST STANDARDS

KONSTRÜKS‹YON / CONSTRUCTION : VG 95218 TEIL 60
TESTLER VE MALZEME / TESTS AND MATERIAL : IEC 60092 /350-351-359, VG 95214, VG 95218/60
ALEV YÜRÜTMEME / FLAME RETARDATION : IEC 60332 /1, IEC 60332 / 3 Cat A
HALOJEN M‹KTARI / HALOGEN CONTENT : IEC 60754 / 1 - 2
DUMAN YO⁄UNLU⁄U / SMOKE DENSITY : IEC 61034 / 1-2 ( DIN EN 50268/1-2)
‹fiLETME SICAKLI⁄I / WORKING TEMPERATURE : -40°C / + 90°C
M‹N. BÜKÜM YARIÇAPI (SAB‹T) / MIN. BENDING RADIUS (FIXED) : (kablo çap›)x 8 x(overall diameter)   
ANMA GER‹L‹MLER‹ / RATED VOLTAGE : 1,2 kV
TEST GER‹L‹M‹ / TEST VOLTAGE : 3,5 kV

KULLANIM ALANI

Güç, kumanda ve ayd›nlatma için sabit ba¤lant› kablosu olarak
kullan›l›r.

ORTAM

Kuru, ›slak, ya¤l› ve tüm deniz ortamlar›nda kullan›labilir.

GÜVENL‹K

Halojensiz olmas› ve alev iletmeme özellikleri sayesinde herhangi
bir yang›n durumunda koroziv gazlar oluflturmaz ve yang›n›n
yay›lmas›n› önler. Böylece insan sa¤l›¤›n› ve de¤erli ekipman› korur.
Düflük duman yo¤unlu¤u hem duman solumaya ba¤l› zehirlenme
riskini azalt›r hem de yang›n esnas›nda görüflün kapanmas›n› engeller.

APPLICATION

Fixed installation cable for power, control and lighting.

ENVIRONMENT

Usable at all conditions in marine environment such as dry, wet
or oily locations.

SAFETY

Due to its' halogen free and flame retardant features, it won't
create corrosive gases and prevents the fire from spreading around.
Thus it protects human life and equipment, during a fire. Low
smoke density reduces the risk of smoke suffocation and keeps
visibility around the fire zone.
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MGSGO (VG 95218/60)

NOM‹NAL KES‹T
 CROSS SECTION

 (mm2)

x
x
x
x
x
x
x
x
x
x
x
x
x
x
x
x
x
x
x
x
x
x
x
x
x
x
x
x
x
x
x
x
x
x
x
x
x
x
x
x
x

KABLO DIfi ÇAPI
OVERALL DIAMETER

(mm)

YAKLAfiIK
KABLO A⁄IRLI⁄I

APPX. WEIGHT
 (kg / km)
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 11.6
 13.3
 14.3
 16.2
 17.9
 20.1
 22.2
 24.2
 26.2
 29.6
 13.2
 14.0
 15.2
 16.4
 18.2
 20.8
 24.4
 13.8
 14.6
 15.9
 17.2
 19.3
 21.9
 26.0
 28.5
 32.5
 36.9
 42.4
 45.8
 49.3
 14.8
 15.7
 17.4
 18.6
 21.0
 24.1
 28.6
 31.2
 36.8
 41.3
 47.0

310
430
540
705
925

1,210
1,500
1,820
2,200
2,860
300
335
410
490
630
850

1,200
320
380
460
560
750

1,020
1,470
1,840
2,450
3,280
4,430
5,350
6,300
380
440
560
680
920

1,275
1,850
2,300
3,200
4,240
5,600

209
310
416
580
787
1042
1302
1600
1956
2504
109
138
172
226
312
448
640
129
167
216
283
418
611
898
1203
1670
2276
3136
3896
4810
153
201
264
356
529
780
1158
1559
2265
3078
4093

3.5 kV
Test Gerilimi
Test Voltage

1,2
kV

Anma Gerilimi
Rated Voltage

‹flletme S›cakl›¤›
Working Temperature

+90

-40 0C

r

8x
Büküm Yar›çap›
Bending Radius

YAKIN ÜRÜNLER & NOTLAR

RFOU P1 : NEK 606 standard›na göre
RFOU P1/P8 : NEK 606 standard›na göre,

  çamur dayan›ml›
LMGSGO : Dolgusuz, enstrümantasyon kablosu

SMILAR PRODUCTS & NOTES

RFOU P1 : Acc. to NEK 606 standard
RFOU P1/P8 : Acc. to NEK 606 standard, mud 

  resistant
LMGSGO : No filler, instrumentation cable 

  version
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